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3" JK

8'-0"

1'-9"

1/2"1 3/4"

3'-6"

3 1/4"

8'-6 5/8"

3 1/2"

3 1/4"

1'-9"

1/2"1 3/4"

3'-6"

5 1/2"

15'-10 1/4"

5 1/2"

1/2"

1 3/4" 1'-7 3/4" 9'-10 3/4"

1'-6 1/8" 1 1/2"

5'-10 1/8"

1'-10 1/8"

1 1/2"

5'-9 7/8"

1/2"

1 3/4"

1/2"

4 1/4"

5 1/2"23'-6"

5 1/2"1/2" 1 3/4"

1/2" 3 3/4"

1'-5"

7'-9 1/2"

1'-5"

3'-0"
2'-2 1/8"

8"1/2"

1 3/4" 3 1/2"1/2"

15'-6 1/2"

18'-10"

2'-7 1/8" 4'-1 3/8"

1'-10"

1 1/2"

2'-9 1/2"

9'-11 3/4"

2'-9 3/8"

1 1/2"

2'-9 1/2"

9'-11 3/4"

2'-9 3/8"

1 1/2"

1 1/2"
1 1/2"

1'-6 1/4"

2'-3 3/4"

2'-4"

1'-6 1/4"

2'-3 3/4"

1'-6 1/4"

2'-3 3/4"

2'-4"

1'-6 1/4"

2'-3 3/4"

1'-7 1/2"
1 3/4"

5 1/2"

1/2"

1 3/4" 1'-7 3/4"

6'-5" 2'-8" 1'-1 1/4" 1'-6 1/8" 4'-0"

19'-6 1/8"

1'-5"

4'-1 7/8"

1/2"

1 3/4"

1/2"

4'-5 3/8"

1/2"

1 3/4"

1/2"

EQUIPMENT RACKS  SLIM 5-43 ON 
CASTER BASE

POWER FOR HOUSEWIDE AV AND 
CONTROL PER PACIFIC AUDIO 
LOAD CALCULATIONS AND 
SPECIFICATIONS

LOW VOLTAGE WIRING FOR 
HOUSEWIDE AV AND CONTROL 
PER PACIFIC AUDIO

LOW VOLTAGE WIRING FOR
THEATER AV AND CONTROL PER

PACIFIC AUDIO

POWER FOR THEATER AV AND
CONTROL PER PACIFIC AUDIO

LOAD CALCULATIONS AND
SPECIFICATIONS

3
D1

2
D1

IN WALL SUBWOOFER IN 
ISOLATION ENCLOSURE.  SEE 
DETAIL

12/2 SPEAKER WIRE FOR 
SUBWOOFER

SURROUND SPEAKER IN 
ISOLATION ENCLOSURE.  RUN 12/4 
SPEAKER WIRE AND 26 - 16 GA 2 
CONDUCTOR TRIGGER WIRE TO 
SURROUND LOCATIONS

ISOLATION CONSTRUCTION.  SEE 
DETAIL

CONVENIENCE
OUTLET.  PER NEC

IN WALL SUBWOOFER IN 
ISOLATION ENCLOSURE.  SEE 
DETAIL

12/2 SPEAKER WIRE FOR 
SUBWOOFER

2.5 AMP 120VAC
FOR EACH

MOTORIZED
RECLINER

2.5 AMP 120VAC
FOR EACH

MOTORIZED
RECLINER

LOW VOLTAGE
WIRE PER

PACIFIC AUDIO

2.5 AMP 120VAC
FOR EACH

MOTORIZED
RECLINER

2.5 AMP 120VAC
FOR EACH

MOTORIZED
RECLINER

LOW VOLTAGE
WIRE PER

PACIFIC AUDIO

JUNCTION FOR
LOW VOLTAGE

STEP LIGHT.  USE
DIMMABLE LED OR

REMOTE LOW
VOLTAGE

TRANSFORMER

4
D1

LIGHTING KEYPAD
AT DOOR

4"
STEP 4" STEP 4" STEP

4" 
STEP

4" STEP 4" STEP 4" STEP 4" STEP

SUBWOOFER TO BE IN SCREEN
WALL

12/2 SPEAKER WIRE FOR
SUBWOOFER

LCR SPEAKER TO BE IN SCREEN
WALL

12/2 SPEAKER WIRE FOR LCR
SPEAKER

96" X 52" MICROPERFORATED
FIXED SCREEN FOR APERTURE

MOUNT.  SEE SCREEN WALL
FRAMING DETAIL

LCR SPEAKER TO BE IN SCREEN
WALL

12/2 SPEAKER WIRE FOR LCR
SPEAKER

SUBWOOFER TO BE IN SCREEN
WALL

12/2 SPEAKER WIRE FOR
SUBWOOFER

LCR SPEAKER TO BE IN SCREEN
WALL

12/2 SPEAKER WIRE FOR LCR
SPEAKER

EXISTING WINDOW EXISTING WINDOW PLATFORM.  GLUED AND
SCREWED.  CLAD WITH LOADED

VINYL

PLATFORM.  GLUED AND
SCREWED.  CLAD WITH LOADED

VINYL

8 1/4"

MINIMUM DOOR JAMB TO
ACCOMODATE FRAMING,
DRYWALL, ACOUSTICAL

ISOLATION, ACOUSTICAL
SUBSTRATE.

PAGE NAME:
01 P1 SHELL PLAN

SCALE:1/2" = 1'

DATE:2/27/09

SHELL PLAN

REVISED SEATING LAYOUT 1/4" = 1'

9"

1'-5"

9"

1'-5"

1'-5" 4'-3 3/4"

CONVENIENCE
OUTLET.  PER NEC

SURROUND SPEAKER IN 
ISOLATION ENCLOSURE.  RUN 12/4 
SPEAKER WIRE AND 26 - 16 GA 2 
CONDUCTOR TRIGGER WIRE TO 
SURROUND LOCATIONS

SURROUND SPEAKER IN 
PILASTER.  RUN 12/4 
SPEAKER WIRE AND 26 - 16 
GA 2 CONDUCTOR 
TRIGGER WIRE TO 
SURROUND LOCATIONS

SURROUND SPEAKER IN
ISOLATION ENCLOSURE.
RUN 12/4 SPEAKER WIRE

AND 26 - 16 GA 2
CONDUCTOR TRIGGER

WIRE TO SURROUND
LOCATIONS

SURROUND SPEAKER IN
PILASTER.  RUN 12/4

SPEAKER WIRE AND 26 - 16
GA 2 CONDUCTOR
TRIGGER WIRE TO

SURROUND LOCATIONS
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1 1/4"

1
D1

5 1/2"1 3/4"

1'-11 1/2"

1 1/4"

4'-11 7/8"

1'-1 7/8"

7'-6 1/2"

2'-10 3/4"

1 3/4"1/2"
3 1/2"

3'-0 1/2"

15'-9 1/2"

1/2"

11'-5"

5 1/2"

1/2"

1 3/4"

3"1'-5"2 1/8"1 1/4"

3'-10 7/8"

9"5'-0"4"

1"1 1/4"

2'-2 3/4"

1 7/8"

1'-7 1/2"

1 3/4"

1/2"

5 1/2" 23'-6"

3'-11 1/2" 17'-3 1/2"

1'-11 1/2"

5"

1'-5 1/4"

3 1/4"

8'-0"

3 1/4"

1'-6 5/8"

1 3/4"

1/2"

3 1/2"

15'-10"

1'-11 1/2"

11'-7 1/2"

1 1/4"

1'-6 5/8"

1 3/4"

1/2"

1'-11 1/2"

5 1/2" 1 3/4" 3'-11 1/2" 1 3/4" 5 1/2"1'-11 1/2"17'-3 1/2"

J

EQUIPMENT RACKS  SLIM 5-43 ON 
CASTER BASE

ISOLATION CONSTRUCTION.  SEE 
DETAIL

EXHUAST VENT FOR MID 
ATLANTIC DUCT COOL 2 SYSTEM

6" FLEXIBLE DUCT CONNECTING 
PROJECTOR HOUSING WITH DUCT 
COOL SYSTEM

POWER AND LOW VOLTAGE WIRE 
FOR PROJECTOR PER PACIFIC 
AUDIO

FLEXIBLE CONNECTION TO 6" 
DUCT AT PROJECTOR.  ATTACH 
DIRECTLY TO PROJECTOR 
EXHAUST FOR PROPER 
VENTILATION

PROJECTOR IN HOUSING BELOW
SOFFIT.  PROVIDE 1" PLYWOOD

BACKING AT SOFFIT TO SUPPORT
BRACKET.  SEE HOUSING DETAIL

ISOLATION CONSTRUCTION AT
SOFFIT.  SEE DETAIL

POCKET REQUIRED FOR
DRAPERY VALANCE AT SOFFIT

FOR WINDOW COVERING TRACK

EXISTING DUCT FOR THEATER.
VENT SIZED TO PROVIDE
MAXIMUM 185 CFM FACE

VELOCITY

ISOLATION CONSTRUCTION AT 
SOFFIT.  NOTE EXTENDED 
DIMENSION OF SCREEN WALL 
SOFFIT

PROJECTION SCREEN.  SHOWN 
FOR LOCATION PURPOSES

SVQ-CBL-250 WIRE FOR 
CONTROLLABLE MOTORIZED 
SHADES

6" FLEXIBLE DUCT CONNECTING 
PROJECTOR HOUSING WITH 
SUPPLY AIR SOURCE.  CLAD WITH 
DUCT LAGGING

SUPPLY AIR VENT FOR 
PROJECTOR

SVQ-CBL-250 WIRE FOR
CONTROLLABLE MOTORIZED

SHADES

1'-11 3/4"

5'-0" 4"

1"

6"

1"

7"

PAGE NAME:
02 P2 SHELL REFLECTED

CEILING PLAN

SCALE:1/2" = 1'

DATE:2/27/09

SHELL REFLECTED CEILING PLAN

SCONCE.  TBD.  CENTER 90" AFF
AT LOWEST LEVEL.  SCONCE TO

BE NO MORE THAN 6"
PROJECTION AND 1' HEIGHT

1'-4" 12'-7"
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1"

3'-2"

4'-0"

1'-8 1/4"

1 3/4"

10 1/4"

1 3/4"

1'-1 3/4"

8'-10 1/4"

5 1/2"

1/2" 1/2"

1 1/4"

11'-7 1/2"

3 1/2"

3 1/2"15'-10"

2'-1 1/4"

1/2"1/2"

1 1/4"

2'-1 1/4"

1"

8'-0"

1"

9 1/4"

1'-1 3/4"

3'-7 1/2"

5'-1 1/2"

4'-1 3/4"

2'-3 3/8"

3'-7 1/8"

15'-10"

1/2"

8'-6 1/2" 3'-7 1/8"

2 1/2"

DECOUPLED FLOOR.  SEE DETAIL

SUBWOOFER AT FRONT WALL.  TO
BE HOUSED IN FRONT WALL

STRUCTURE TO BE DEVELOPED

LCR SPEAKER AT FRONT WALL.
TO BE HOUSED IN FRONT WALL
STRUCTURE TO BE DEVELOPED

ISOLATION CONSTRUCTION AT
SOFFIT.  SEE DETAIL

EXISTING DUCT FOR THEATER.
VENT SIZED TO PROVIDE
MAXIMUM 185 CFM FACE

VELOCITY

ISOLATION
CONSTRUCTION AT

SOFFIT.  SEE
DETAIL

ISOLATION
CONSTRUCTION AT

CEILING.  SEE
DETAIL

LCR SPEAKER AT FRONT 
WALL.  TO BE HOUSED IN 
FRONT WALL STRUCTURE TO 
BE DEVELOPED

SCREEN AT FRONT WALL.  
TO BE HOUSED IN FRONT 
WALL STRUCTURE TO BE 
DEVELOPED

ISOLATION CONSTRUCTION AT 
SOFFIT.  SEE DETAIL

EXISTING DUCT FOR THEATER.  
VENT SIZED TO PROVIDE 
MAXIMUM 185 CFM FACE 
VELOCITY

ISOLATION 
CONSTRUCTION AT 
SOFFIT.  SEE 
DETAIL

8 1/4"

ENTRY DOOR.  SEE DETAIL FOR 
ISOLATION CONSTRUCTION.  
NOTE JAMB THICKNESS TO 
ACCOMODATE ACOUSTICAL 
TREATMENT.

DECOUPLED FLOOR.  SEE DETAIL

SUBWOOFER AT FRONT WALL.  TO 
BE HOUSED IN FRONT WALL 
STRUCTURE TO BE DEVELOPED

LCR SPEAKER AT FRONT WALL.  
TO BE HOUSED IN FRONT WALL 
STRUCTURE TO BE DEVELOPED

4 1/4"

5 1/4"

3 1/2" 1 3/4"

1/2"

2'-8 7/8"

1 1/2"2'-7 3/8"

2'-9 3/8"

2'-4 1/4"

2'-10 1/4"

1/2"1/2"

15'-10"

1 3/4"

1/2"

2'-8 7/8"

1 1/2" 2'-7 3/8"

2'-9 3/8"10'-0"3 1/2" 1 3/4"

1"
4"
4"
4"
4"

1'-4"

5'-7 3/4"

2 3/8"

7'-6 1/4"

4 1/4"
5 1/4"

1'-1 3/4"

10'-0"

1'-6 3/4"
2'-3 1/8"

6 7/8"

6'-9 1/4"

5 1/2"

1/2"1/2"

1 1/4"

11'-7 1/2"

3 1/2"

3 1/2" 15'-10"

2'-1 1/4"

1/2" 1/2"

1 1/4"

2'-1 1/4"

3'-0"

3 1/2" 1 3/4"

1"

1'-4"

6'-11"
7'-6 1/4"

1'-1 3/4"

EQUIPMENT
RACKS  SLIM

5-43 ON CASTER
BASE

4" STEP

PLATFORM.
GLUED AND
SCREWED.
CLAD WITH

LOADED VINYL

4" STEP

EXISTING DUCT FOR THEATER.
VENT SIZED TO PROVIDE
MAXIMUM 185 CFM FACE

VELOCITY

ISOLATION
CONSTRUCTION AT

SOFFIT.  SEE
DETAIL

ISOLATION
CONSTRUCTION AT

CEILING.  SEE
DETAIL

SURROUND
SPEAKER IN

ISOLATION
HOUSING.

SEE DETAIL

PROJECTOR IN HOUSING
BELOW SOFFIT.  PROVIDE
1" PLYWOOD BACKING AT

SOFFIT TO SUPPORT
BRACKET.  SEE HOUSING

DETAIL

SURROUND
SPEAKER IN

ISOLATION
HOUSING.

SEE DETAIL

ISOLATION
CONSTRUCTION AT

SOFFIT.  SEE
DETAIL

ISOLATION 
CONSTRUCTION AT 
SOFFIT.  SEE 
DETAIL

EXISTING DUCT FOR THEATER.  
VENT SIZED TO PROVIDE 
MAXIMUM 185 CFM FACE 
VELOCITY

SURROUND
SPEAKER IN

ISOLATION
HOUSING.

SEE DETAIL

DRAPERY 
MOTOR IN 
POCKET

DECOUPLED
FLOOR.  SEE

DETAIL
DECOUPLED FLOOR.  
SEE DETAIL

PLATFORM.  
GLUED AND 
SCREWED.  
CLAD WITH 
LOADED VINYL

4" STEP

4" STEP

3'-8 1/4"

2'-7 3/8"

2'-5 1/2"1'-5"

3'-8 1/4"

2'-7 3/8"

2'-5 1/2" 1'-5"

1"

2'-3 5/8"

3 1/4"

2'-3 3/8"

3 1/4"

4'-4"

8'-10 3/8"

1 5/8"

1'-0"

10'-0"

3'-9"

5 1/2"

1/2"

1 3/4" 1'-7 3/4"

6'-5" 2'-8" 2'-7 3/8"

1 1/2" 1'-4 1/2" 1 1/2"

1 1/2" 1'-10 1/8"

5'-11 1/2"

1 1/2"

4'-1 3/4"

1/2"

1 3/4"

1/2"

5 1/2"

4 1/4"

5'-8 3/8"

5 1/2" 1 3/4"

1/2"

1'-7 1/2"

3'-10 1/4"

1/2"

1 1/4"

13'-2"

11'-4"

3 1/2"

1 3/4"

4'-5 3/8"

1/2"

1 3/4"

2'-1 1/4"

2'-0"

1/2"

1 1/4"

6'-4"

1"

1'-4"

2"

6'-11"

1 5/8"

3"

9" 1'-1 5/8"

7'-6 1/4"

7'-11 7/8"

DECOUPLED
FLOOR.  SEE

DETAIL

SUBWOOFER AT
FRONT WALL.

TO BE HOUSED
IN FRONT WALL
STRUCTURE TO
BE DEVELOPED

LCR SPEAKER
AT FRONT

WALL.  TO BE
HOUSED IN

FRONT WALL
STRUCTURE TO
BE DEVELOPED

ISOLATION
CONSTRUCTION
AT SOFFIT.  SEE

DETAIL

ISOLATION 
CONSTRUCTION AT 
SOFFIT.  SEE 
DETAIL

ISOLATION
CONSTRUCTION AT

CEILING.  SEE
DETAIL

SCREEN AT
FRONT WALL.

TO BE HOUSED
IN FRONT WALL
STRUCTURE TO
BE DEVELOPED

ENTRY DOOR.  SEE DETAIL FOR
ISOLATION CONSTRUCTION.
NOTE JAMB THICKNESS TO

ACCOMODATE ACOUSTICAL
TREATMENT.

EQUIPMENT 
RACKS  SLIM 
5-43 ON CASTER 
BASE

PLATFORM.
GLUED AND
SCREWED.
CLAD WITH

LOADED VINYL

EXISTING DUCT FOR THEATER.  
VENT SIZED TO PROVIDE 
MAXIMUM 185 CFM FACE 
VELOCITY

4" STEP

4" STEP

PLATFORM.
GLUED AND
SCREWED.
CLAD WITH

LOADED VINYL

6'-4 7/8"

1'-1 3/8"

5'-9 7/8" 1'-10 1/8"

1 1/2"1 1/2"

1'-9"

3'-2 1/2"

3'-10 1/2"

4'-10 1/2" 10 1/2" 4'-10 1/2"

6'-1"

EXISTING WINDOWSEXISTING WINDOWS

STEP AND PLATFORM CONDITION 
AT LEFT WALL

PROJECTOR AND 
BRACKET IN HOUSING 
(TO BE DESIGNED)

11'-4 7/8"

5'-6 7/8"5'-6 7/8"

4 3/4"

SCREEN WALL SHELL ELEVATION REAR WALL SHELL ELEVATION

LEFT WALL SHELL ELEVATION
ONLY VARIANCES NOTATED

RIGHT WALL SHELL ELEVATION

9'-3 7/8"

1'-10 7/8"

10"

PAGE NAME:
03 E1 SHELL ELEVATIONS

SCALE:1/2" = 1'

DATE:2/27/09

DRAPERY MOTOR IN 
POCKET
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ISOLATION FRAMING DETAILS AT SOFFIT & CEILING 

1" = 1'-0"

1

05 D1

5 1/2"

1/2"

1/2"

1/8"

5/8"

1 3/4"

2'-0"7 1/4"

2"

1/2"

1/2"

1/8"

5/8"

1 3/4"

1 1/2"1/2" 1/2"
1/8"

5/8"
1 3/4"

1/2" 1/2"1/8"
5/8"

1 3/4"

1'-1 3/4"

1'-0"

6" ACOUSTICALLY LINED
DUCT CLAD WITH DUCT

LAGGING AT
PROJECTOR

VENTILATION

SOFFIT FRAMING
EXISTING

ISOLATION FRAMING.
FILL WITH ACOUSTIC

INSULATION PER DEPTH

ASC dRC RESILIENT
CHANNEL

1/2" DRYWALL

GREEN GLUE

5/8" DAMPED PLYWOOD

ASC PERIMETER FELT

ACOUSTICAL CAULK

ASC dRC 2 RESILIENT 
CHANNEL

ASC dRC 2 RESILIENT 
CHANNEL

NOTE.  5/8" DAMPED PLY 
SPECIFIED PREFERRED.
5/8 DRYWALL CAN BE 
SUBSTITUTED BUT WILL NOT 
PROVIDE POSITIVE BACKING 
FOR WALL UPHOLSTERY

ISOLATION FRAMING DETAILS AT WALL & PLATFORM

1" = 1'-0"

2

05 D1

STRUCTURAL AND
ISOLATION

CONSTRUCTION PER
DETAIL 1

PERIMETER FELT

PLATFORM CONSTRUCTED 
OF 1" PLY.  GLUED & 
SCREWED.  CLAD IN 1#PSF 
LOADED VINYL.  STUFF 
WITH ACOUSTICAL 
FIBERGLASS, MINERAL 
WOOL OR COTTON 
INSULATION

1#PSF LOADED VINYL

STRUCTURAL FRAMING
ON FOUNDATION

PERIMETER FELT

PERIMETER FELT

3/4"

1 1/8"

1'-5"

1'-4"

5/16"

LOAD BEARING 
FELT

ACOUSTICAL 
CAULK

ISOLATION FRAMING DETAILS AT WALL & FLOOR

1" = 1'-0"

3

05 D1

STRUCTURAL AND
ISOLATION

CONSTRUCTION PER
DETAIL 1

PERIMETER FELT

STRUCTURAL FRAMING
ON FOUNDATION

3/4"
1 1/8"

5/16"

LOAD BEARING 
FELT

ACOUSTICAL 
CAULK

1 1/2 NPT EXTENSION

RSIC DCO4 ATTACHED TO BLOCKING 
BETWEEN FRAMING

CENTER LINE OF ROOM

4 1/8"

1'-10 7/8"

9 3/4"

CEILING PLATE FOR 1 1/2" NPT
EXTENSION ACOUSTIC CAULK AT PENETRATION

ISOLATION CONSTRUCTION AT SOFFITHOUSING TO BE DESIGNED PER FINISH
DETAILS

VERIFY PER OFFSET

PROJECTOR MOUNTING

1" = 1'-0"

7

05 D1

SIDE SECTIONACOUSTICAL SUBSTRATE

1" = 1'-0"

7

05 D1

1 5/8"

1/4"

2 1/2"

1"

1/8"

WALL DAMP SYSTEM

FURRING

ACOUSTICAL SUBSTRATE
DACRON FILL

FABRIC TBD

FURRING

SNAP TEX
SQUARE TRACK

OR EQUAL
MILLWORK

DC04 ISOLATION BRACKET AT ENCLOSUREISOLATION ENCLOSURE.  GLUE AND SCREW 3/4
PLY.  CLAD INTERIOR WITH KNM100B.  CAULK

SEAMS ACOUSTIC CAULK

PLAN SECTION

1'-4 1/8"

1'-2 3/8"

1'-2 1/8"

1 3/4"

3 3/4"

5/8"

1 1/4"

4 1/8"

5/8"

1'-5 3/8"

1/2" DRYWALL

GREENGLUE

5/8" DAMPED PLY

dRC  RESILIENT CHANNEL

SIDE SECTION

1/2" 1 1/4"

2'-4 3/4" 2'-3"

2'-0 3/4"

1'-11 7/8"

ISOLATION ENCLOSURE.  GLUE AND SCREW 3/4
PLY.  CLAD INTERIOR WITH KNM100B.  CAULK

SEAMS

1/2" DRYWALL

GREENGLUE

5/8" DAMPED PLY

ACOUSTIC CAULK

dRC RESILIENT CHANNEL

SPEAKER IN ENCLOSURE

SURROUND SPEAKER ISOLATION ENCLOSURE

1" = 1'-0"

5

05 D1

2 1/4"1 3/4"

1/8" 1/8"

1/4"
1/8"

1 1/2"

1/8"
1/4"

2 1/4"

1/2" 1/2"

1 3/8"
3/8"

2"

WIDTH OF JAMB
VIF

VIF

ISOWALL SYSTEM

ACOUSTICAL SUBSTRATE

JAMB
PEMKO P50 BUBBLE WEATHER

STRIPPING.  MORTISE AND GLUE IN
JAMB AT STOP ALONG ENTIRE

PERIMETER OF DOOR STOP

DECORATIVE TRIM ON DOOR TO 
MATCH HOUSE STYLE

HARDWOOD CLADDING ON DOOR TO 
MATCH HOUSE STYLE

KMB100 LOADED VINYL ADHERED TO 
DOOR BLANK.  GLUE WITH CONTACT 
CEMENT AND ROLL SURFACE FLAT

SOLID DOOR BLANK

DOOR FABRICATED TO
MATCH HOUSE STYLE

KMB100 LOADED VINYL
ADHERED TO DOOR BLANK.

GLUE WITH CONTACT
CEMENT AND ROLL

SURFACE FLAT

ACOUSTIC CAULK

4"

OVERALL ADDED DEPTH OF JAMB FOR 
ACOUSTICAL SUBSTRATE.  DOES NOT 
INCLUDE FINISH, TRIM OR MOLDINGS

ACOUSTIC DOOR DETAIL

1" = 1'-0"

4

05 D1

PAGE NAME:
04 D1 SECTIONS & DETAILS

SCALE:1" = 1'

DATE:3/05/09

1/2"1/8"

1/2"
1/8"

4 1/4"

7/8"

4 5/8"

6" 1" 4 1/2"

DCO4 BRACKET AT TOP OF SHADE
POCKET AT 2' CENTERS

SHADE POCKET 3/4 PLYWOOD GLUED
& SCREWED.  CLAD WITH 1#PSF

LOADED VINYL

QED 100 HEADRAIL IN POCKET

CAMERON STYLE ROMAN SHADE

DCO4 BRACKET AT FRONT OF SHADE 
POCKET AT 2' CENTERS

ISOLATION CONSTRUCTION TYPICAL 
AT SOFFIT

SECTION AT SHADE HEADER

1" = 1'-0"

6

05 D1

CAE ECONOTILE

PLYWOOD SUBFLOOR.  T&G OR H 
CLIPS AT JOINTS.  DO NOT SCREW 
INTO SIDE WALL FRAMING OR 
FOUNDATION

CAE ECONOTILE

PLYWOOD SUBFLOOR.  T&G OR H 
CLIPS AT JOINTS.  DO NOT SCREW 
INTO SIDE WALL FRAMING OR 
FOUNDATION
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BASS TRAP.  
CONFIGURATION PER 
LAYOUT

ABSORBER.  THICKNESS 
AND TYPE PER LAYOUT

DIFFUSIVE ABSORBER.  
RPG BAD PANEL

CEILING COVE AREA BASWAPHON 40MM ACOUSTIC PLASTER\
INTEGRAL COLOR BY DESIGNER

4" ACOUSTICAL FIBERGLASS SCRIM
WRAPPED ATTACHED TO INNER WALL

AREA BELOW SCREEN TO BE 
MILLWORK.  DESIGN BY OTHERS.  
THEATER DESIGNER TO REVIEW FOR 
PERFORMANCE

16" X 4' 55Hz TUBE TRAP BEHIND 
SCREEN WALL

DRAPE DETAIL

KINETICS VERSATUNE 4O PANELS 
BEHIND ACOUSTICALLY TRANSPARENT 
WALL UPHOLSTERY

2'-3 3/4"

15'-1 7/8"

3'-1 3/4"

4'-0"

KINETICS VERSATUNE 4O PANELS
BEHIND ACOUSTICALLY TRANSPARENT

WALL UPHOLSTERY

3'-10 1/4"

1'-7 1/4" 2'-3 3/4"6 3/4" 2'-2 1/8"

KINETICS VERSATUNE 4O PANELS
BEHIND ACOUSTICALLY TRANSPARENT

WALL UPHOLSTERY

2" TAD PANELS BEHIND
ACOUSTICALLY

TRANSPARENT WALL
UPHOLSTERY

2'-6" 8 1/4" 1'-8 3/8" 2'-10 7/8"

KINETICS VERSATUNE 4O PANELS 
BEHIND ACOUSTICALLY TRANSPARENT 
WALL UPHOLSTERY ENTIRE NICHE

KINETICS HARDTACK PANELS BEHIND
ACOUSTICALLY TRANSPARENT WALL

UPHOLSTERY FACE OF REAR DOOR

7" 4" 3'-5 1/4" 0" 1'-7 3/8" 1'-11 5/8"

3'-1 3/4"

2'-10 3/4"

SCREEN WALL

REAR WALL

PAGE NAME:
05 A1 ACOUSTICAL

SUBSTRATE

SCALE:1/2" = 1'

DATE:3/26/09

CEILING

LEFT WALL RIGHT WALL

3'-5 1/4"1'-7 3/8"1'-11 5/8"

1'-6"






